Techcomp.nl

webshop tech. parts

FAG 6000-C-2HRS
Deep groove ball bearing
Schaeffler 1D Deep groove ball bearing 60_-C-2HRS,
0619404700000 single row, Generation C, seals, steel

sheet metal cage

Technical information

Main Dimensions & Performance Data

d 10 mm Bore diameter
D 26 mm Outside diameter
B B mm Width
G 5300 N Basic dynamic load rating, radial
C o 1970 N Basic static load rating, radial
Cu 136 N Fatigue load limit, radial
ng 28 500 1/min Limiting spesed
0.018 kg S{Weight}

Mounting dimensions

d 4 min 12 mm Minimum diameter shaft shoulder

D 5 ma 24 mm Maximum diameter of housing shoulder
| — 0.3 mm Maximum fillet radius

Dimensions

T rriin 0.3 mm Minimum chamfer dimension

D5 2309 mm Caliber diameter outer ring

d s 13.69 mm Caliber diameter inner ring

Temperature range

T win -20 °C Operating temperature min.

T max 100 °C Operating temperature max.

Calculation factors

fo 12.4 Calculation factor



Techcomp.nl

webshop tech. parts

FAG 6001-C-2HRS
Deep groove ball bearing
Schaeffler ID Deep groove ball bearing 60..-C-2HRS,
0592088990000 single row, Generation C, seals, steel

sheet metal cage

Technical information

Main Dimensions & Performance Data

d 12 mm Bore diameter
D 28 mm Outside diamater
B 8 mm Width
C;: 5900 N Basie dynamic lead rating, radial
C o 2370 N Basic static load rating, radial
Cw 164 N Fatigue load limit, radial
ng 24 900 1imin Limiting speed
0.021 kg S{Weight}

Mounting dimensions

d 4 min 14 mm Minimum diameter shaft shoulder

1 Jp— 26 mm Maximum diameter of housing shoulder
[ — 0.3 mm Maximum fillet radius

Dimensions

I eriey 0.3 mim Minimurm chamfer dimension

D> 251 mm Caliber diameter outer ring

da 15.69 mm Caliber diameter inner ring

Temperature range

T e =20 °C Operating temperature min.

T rmax 100 °C Operating temperature max_

Calculation factors

fo 131 Calculation factor



Techcomp.nl

webshop tech. parts

FAG 6002-2RSR
Deep groove ball bearing
Schaeffler 1D Deep groove ball bearing 60..-2RSR,
0545655610000 single row, seals, steel sheet metal cage

Technical information

) Main Dimensions & Performance Data
i |}
il d 15 mm Bore diameater
D 32 mm Qutside diameter
B 8 mm Width
G 5900 N Basic dynamic load rating, radial
C g 2850 N Basic static load rating, radial
I i Cur 149 N Fatigue load limit, radial
ng 13,100 1imin Limiting speed
27 g S{Weight}

Mounting dimensions

'« J— 17 mm Minimum diameter shaft shoulder

D & masx 30 mm Maximum diameter of housing shoulder
| Jr— 0.3 mm Maximum fillet radius

Dimensions

T grin 0.3 mm Minimum chamfer dimension

D5 28 35 mm Caliber diameter outer ring

d 20.45 mm Shoulder diameter inner ring

Temperature range

T min =20 °C Operating termperature min_

T max 100 *C Operating temperature max.

Calculation factors

fa 14 Calculation factor
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6003-2RSR
Deep groove ball bearing

Schaeffler ID

0167170230000

Deep groove ball bearing 60..-2RSR,
single row, seals, steel sheet metal cage

Main Dimensions & Performance Data

d 17 mm
D 35 mm

B 10 mm

C, 6400 N

Cor 3250 N

Cu 162 N

ng 11,800 1/min

395¢g

Mounting dimensions

d & min 19 mm

D s mx 33 mm

[ S 0.3 mm
Dimensions

C min 0.3 mm
D 30.81 mm
d, 22.65 mm

Temperature range
T win -20 °C

T 100 *C

Calculation factors

fo 14.3

Bore diameter

Outside diameter

Width

Basic dynamic load rating, radial
Basic static load rating, radial
Fatigue load limit, radial

Limiting speed

${Weight}

Minimum diameter shaft shoulder
Maximum diameter of housing shoulder

Maximum fillet radius

Minimum chamfer dimension
Caliber diameter outer ring

Shoulder diameter inner ring

Operating temperature min.

Operalmg temperature max.

Calculation factor



Techcomp.nl

webshop tech. parts

FAG 6004-2RSR
Deep groove ball bearing
Schaeffler ID Deep groove ball bearing B0..-2RSR,
0167171040000 single row, seals, steel sheet metal cage

Technical information

Main Dimensions & Performance Data
d 20 mm Bore diameter
D 42 mm Qutside diameter
B 12 mm Width
L 10,000 N Basic dynamic load rating, radial
C o 5000 N Basic static load rating, radial
I i B 290 N Fatigue load limit, radial
ng 10,100 1imin Limiting speed
0.067 kg S{Weight}

Mounting dimensions

d & min 232 mm Minimum diameter shaft shoulder

D 5 ma 38.8 mm Maximum diameter of housing shoulder
| 0.6 mm Maximum fillet radius

Dimensions

T griy 0.6 mm Minimum chamfer dimension

Da 3742 mm Caliber diameter outer ring

d s 266 mm Shoulder diameter inner ring

Temperature range

T min 20 °C Operating temperature min.

T max 100 °C Operating temperature max_

Calculation factors

fa 13.8 Calculation factor
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6005-2RSR

Deep groove ball bearing

Schaeffler 1D

0167172520000

Deep groove ball bearing 60..-2RSR,
single row, seals, steel sheet metal cage

Main Dimensions & Performance Data

d 25 mm

D 47 mm

B 12 mm

G 10,700 N

Cu 5900 N

G 315 N

ng B 400 1/min
T2 g

Mounting dimensions

d & min 282 mm
D a mae 43 8 mm
I & max 0.6 mm
Dimensions

I grin 0.6 mm
Da 42 45 mm
dy 32 mm

Temperature range
T min 20 °C

T ma 100 *C

Calculation factors

fo 146

Bore diameter

Outside diameter

Width

Basic dynamic load rating, radial
Basic static load rating, radial
Fatigue load limit, radial

Limiting speed

S{Weight}

Minimum diameter shaft shoulder
Maximum diameter of housing shoulder

Maximum fillet radius

Minimum chamfer dimension
Caliber diameter outer ring

Shoulder diameter inner ring

Operating temperature min_

Operating temperature max.

Calculation factor



Techcomp.nl
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FAG 6006-2RSR

Deep groove ball bearing

o]

Schaeffler 1D Deep groove ball bearing 60..-2RSR,
0167173500000 single row, seals, steel sheet metal cage

Technical information

7 Main Dimensions & Performance Data

K j)

A d 30 mm Bore diameter
D 55 mm Outside diameter

d B 13 mm Width
D| d d1 D,
2 C, 13,500 N Basic dynamic load rating, radial

Co 8,000 N Basic static load rating, radial

1 N G 405 N Fatigue load limit, radial
ng 7,000 1/min Limiting speed

0.116 kg ${Weight}

Mounting dimensions

d 3 min 346 mm Minimum diameter shaft shoulder

D2 e 504 mm Maximum diameter of housing shoulder
 gprons 1 mm Maximum fillet radius

Dimensions

T.ein 1 mm Minimum chamfer dimension

D32 49.21 mm Caliber diameter outer ring

dy 38.25 mm Shoulder diameter inner ring

Temperature range

T min -20 °C Operating temperature min.

T max 100 °C Operating temperature max.

Calculation factors

fo 14.8 Calculation factor
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6007-2RSR

Deep groove ball bearing

Schaeffler ID:

0167174490000

Deep groove ball bearing 60._-2RSR,
single row, seals, steel sheet metal cage

Main Dimensions & Performance Data

d 35 mm

D B2 mm

B 14 mm

Cr 17,000 N

C or 10,300 N

Cuw 560 N

ng 6,200 1/min
0.153 kg

Mounting dimensions

. J— 396 mm
D & max 57.4 mm
| g 1 mm
Dimensions

T gin 1 mm
Da 55.4 mm
d; 43.2 mm

Temperature range
T min 20 °C

T max 100 *C

Calculation factors

fo 14.9

Bore diameter

Outside diameter

Width

Basic dynamic load rating, radial
Basic static load rating, radial
Fatigue lead limit, radial

Limiting speed

S{Weight}

Minimum diameter shaft shoulder
Maximum diameter of housing shoulder

Maximum fillet radius

Minimum chamfer dimension
Caliber diameter outer ring

Shoulder diameter inner ring

Operating temperature min.

Operating temperature max.

Calculation factor



Techcomp.nl

webshop tech. parts

FAG 6008-2RSR
Deep groove ball bearing
Schaeffler ID Deep groove ball bearing 60..-2RSR,
0167175200000 single row, seals, steel sheat metal cage
Technical information
) ) Main Dimensions & Performance Data
k i
Finedl d A0 mm Bore diameter
D 68 mm Qutside diameter
B 15 mm Width
G 17,800 N Basic dynamic load rating, radial
C o 11,500 N Basic static load rating, radial
i B 600 N Fatigue load limit, radial
ng 5400 1/min Limiting speed
0.189 kg ${Weight}

Mounting dimensions

d amin 44 6 mm Minimum diameter shaft shoulder

D & ma 63.4 mm Maximum diameter of housing shoulder
T & max 1 mm Maximum fillet radius

Dimensions

T widn 1 mm Minimum chamfer dimengion

Da 61.56 mm Caliber diameter outer ring

d 483 mm Shoulder diameter inner ring

Temperature range

T win -20 °C Operating temperature min.

T max 100 °C Operating temperature max.

Calculation factors

fo 152 Calculation factor



Techcomp.nl
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FAG 6009-2RSR
Deep groove ball bearing
Schaeffler ID Deep groove ball bearing 80.-2RSR,
0167176190000 single row, seals, steel sheet metal cage
Technical information
) ) Main Dimensions & Performance Data
[ il
o] d 45 mm Bore diameter
D 75 mm Outside diameter
B 16 mm Width
G 21200 N Basic dynamic load rating, radial
C o 14 400 N Basic static load rating, radial
0 Cuw 750 N Fatigue load limit, radial
ng 4 850 1/min Limiting speed
0.24 kg S{Weight}

Mounting dimensions

f & min 49.6 mm Minimum diameter shaft shoulder

D 2 mae 704 mm Maximum diameter of housing shoulder
I & max 1 mm Maximum fillet radius

Dimensions

I grin 1 mm Minimum chamfer dimension

Da 67.98 mm Caliber diameter outer ring

d 54 2 mm Shoulder diameter inner ring

Temperature range

T wiin 20 *C Operating temperature min.

T max 100 *C Operating temperature max.

Calculation factors

fo 15.3 Calculation factor
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FAG 6010-2RSR
Deep groove ball bearing
Schaeffler 1D Deep groove ball bearing 60..-2RSR,
0167176780000 single row, seals, steel sheet metal cage
Technical information
T ) Main Dimensions & Performance Data
i il
R d 50 mm Bore diameter
D B0 mm Outside diameter
B 16 mm Width
C; 22000 N Basic dynamic load rating, radial
C 15800 N Basic static load rating, radial
I i Cu BOO N Fatigue load limit, radial
ng 4 450 1/min Limiting speed
0.262 kg E{Weight}

Mounting dimensions

d . min 54 6 mm Minimum diameter shaft shoulder

| Jp— 754 mm Maximum diameter of housing shoulder
T & e 1 mm Mazximum fillet radius

Dimensions

T griy 1 mm Minimum chamfer dimension

D5 7284 mm Caliber diameter outer ring

d 53.75 mm Shoulder diameter inner ring

Temperature range

T min =20 *C Operating termperature min.

T max 100 “C Operating temperature max._

Calculation factors

fo 15.6 Calculation factor
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Technical information
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6011-2RSR

Deep groove ball bearing

Schaeffier ID

0167177590000

Deep groove ball bearing 60.-2RSR,
single row, seals, steel sheet metal cage

Main Dimensions & Performance Data

d 55 mm

D 90 mm

B 18 mm

C, 30,000 N

Co 21,200 N

Cu 1,150 N

ng 4,050 1/min
0.389 kg

Mounting dimensions

d 2 min 61 mm
D2 ma 84 mm

F amax 1 mm
Dimensions

¥ min 1.1 mm
D> 81.54 mm
d, 66.2 mm

Temperature range
T min 20 °C

T omax 100 °C

Calculation factors

fo 15.3

Bore diameter

Outside diameter

Width

Basic dynamic load rating. radial
Basic static load rating, radial
Fatigue load limit, radial

Limiting speed

${Weight}

Minimum diameter shaft shoulder
Maximum diameter of housing shoulder

Maximum fillet radius

Minimum chamfer dimension
Caliber diameter outer ring

Shoulder diameter inner ring

Operaung temperature min.

Operating temperature max.

Calculation factor



Techcomp.nl

webshop tech. parts

FAG 6012-2RSR
Deep groove ball bearing
Schaeffler ID Deep groove ball bearing 60..-2RSR,
0167178560000 single row, seals, steel sheet metal cage

Technical information

i Main Dimensions & Performance Data
{ | I
i d B0 mm Bore diameater
D 95 mm Qutside diameter
B 18 mm Width
G 31,500 N Basic dynamic load rating, radial
C o 23200 N Basic static load rating, radial
I i Cu 1230 N Fatigue load limit, radial
Nng 3750 1/min Limiting speed
0.419 kg S{Weight}

Mounting dimensions

d a min 66 mm Minimum diameter shaft shoulder

D 2 mace B89 mm Maximum diameter of housing shoulder
| 1 mm Maximum fillet radius

Dimensions

T miin 1.1 mm Minimum chamfer dimension

Ds B85 98 mm Caliber diameter outer ring

d 71.325 mm Shoulder diameter inner ring

Temperature range

T win =20 °C Operating temperature min.

T max 100 “C Operating temperature max_

Calculation factors

fo 15.6 Calculation factor
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FAG

6013-2RSR

Deep groove ball bearing

Schaeffler ID

0167179370000

Deep groove ball bearing 60_-2RSR,
single row, seals, steel sheet metal cage

Main Dimensions & Performance Data

d 65 mm

D 100 mm

B 18 mm

C 32500 N

Cor 25000 N

Cur 1,300 N

ng 3,500 1/min
0.437 kg

Mounting dimensions

d & min 71 mm

| Jp— 94 mm

T & max 1 mm
Dimensions

T griy 1.1 mm
D5 91.52 mm
d;y 76.225 mm

Temperature range
T rin 20 °C

T mas 100 “C

Calculation factors

fy 157

Bore diameter

Outside diameter

Width

Basic dynamic lead rating, radial
Basic static load rating, radial
Fatigue load limit, radial

Limiting speed

S{Weight}

Minimum diameter shaft shoulder

Maximum diameter of housing shoulder

Mazximum fillet radius

Minimum chamfer dimension
Caliber diameter outer ring

Shoulder diameter inner ring

Operating temperature min.

Operating temperature max.

Calculation factor
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FAG 6014-2RSR
Deep groove ball bearing
Schaeffier 1D Deep groove ball bearing 60..-2RSR,
0167180200000 single row, seals, steel sheet metal cage

Technical information

r Main Dimensions & Performance Data

i )

. d 70 mm Bore diameter
D 110 mm Outside diameter

d B 20 mm Width
D d1 D,
2 G, 40,500 N Basic dynamic load rating, radial

Cor 31,000 N Basic static load rating, radial

L

I ) Cu 1,900 N Fatigue load limit, radial
ng 3,250 1/min Limiting speed

0.615 kg ${Weight}

Mounting dimensions

d a2 min 76 mm Minimum diameter shaft shoulder

D s max 104 mm Maximum diameter of housing shoulder
T2 max 1 mm Maximum fillet radius

Dimensions

[ PR 1.1 mm Minimum chamfer dimension

D2 100.04 mm Caliber diameter outer ring

dy 82.75 mm Shoulder diameter inner ring

Temperature range

T min 20 °C Operating temperature min.

T max 100 °C Operating temperature max.

Calculation factors

fo 156 Calculation factor



